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Sta y conne cte d while mo ving
between operational sites.

Speeds & netw ork

Download/U pload Int ernet Speeds

Wi-Fi

DHCP

External Ports

Wireless Security

Streaming IP servic es

Web Interface

System char ac teris tic s

Case Colors Available

Exterior Dimensions

Weight

Internal Batt ery Life

Recharge Time

Humidity

Operating Temp eratures
(Internal Electronics)

Rain/Water/Dust Ingress

Max Turning Rate

Turning Acceleration

Wind

Ice

Complianc e Cert ificat ions (radio)

444kbps do wn, 404kbps up

802.11b/g/n - Up to 100 meter Wi-Fi range (328 feet)

Default sett ing for connect ing up to 10 devices

Two Ethernet RJ- 45 ports , Power/Charge port

WEP, WPA, WPA2 & MAC Filtering (whitelist)

Up to 384kbps

For all device types including smartphone s

Black, silver, orange, yellow, desert tan , green

17"L x 13.75"W x 6.75"H (432 x 349 x 171 mm)

11.46 kg (25.3 lbs)

Up to 5 hours of normal use

About 4 hour s from fully dischar ged

95% RH at +40°C

-25° C to 70° C (-13° F to +158° F) operating

IP66 when case is close d (powerful water jets)

40° per second

50°/ s2

If case is secure, it is not affected by wind

20mm o f ice buildup b efore non- operation available

CE, EMC 301 444, 301 489, IEC 60950
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