


Pro duc t Specifications

Size (phone body) 

Weight 

Call and messaging servic es 

Data servic es

Global Navigat ion

Satellite System (GNSS)

Display 

Ingress protect ion 

Battery life - talk-time 

128 x 53 x 27 mm

212g

Calls, SMS, SMS to email, fax

GmPRS up to 60 /15 kbps (down/up) Circuit
switched 9.6 kbps 

GPS, BeiDou, Glonass

2.4” toughene d Gorilla® glass outdoor display

Jet water resistant, dust r esistant, sho ck
proof (IP55/IK05)

up to 9 hours*

up to 100 hours*

Micro USB charger, UDC jack for data transmission ,
Earphone connector (3.5mm), Antenna connector
for docking  units 

Windows 8/ 8.1, 7, Vista

Multi-lang uage firmware:
English, Arabic, Bahasa Indonesia, Farsi, French,
German, Hindi, Italian, Russian, Spanish, Turkish,
Portuguese, Urdu.

Chinese firmware: Simplifie d Chinese, English

Operating temp erature: -10º C to + 55º C
Storage temp erature: -20º C to +70º C
Humidity : 5 to 95% RH (at 40º C)

Battery life - standby time 

External interfaces

PC compat ibility 

Language s

Environmental
specificat ions

Supp orte d by the mos t robus t and powerful s atellite 
netw ork

The advanced omnidir ect ional antenna of the XT-PRO ensures 
an uninterrupte d signal when on- the-move . Receive call 
notificat ions even if your satellite signal is too weak to receive 
the call itself . This is very useful when the phone is in your 
pocket with the antenna stowed.

Additional f eatures

For convenienc e, we’ve added a speakerphone , an address 
book, alarms, a calculat or, a calendar, call logs, conference 
calls , contact groups, speed dialing, a stopwatch, world t imes, 
and much mor e.
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Rugge dize d and c ompatible
with several accessorie s.
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